Wi-Fi Connection Instruction
for personal or laptop computers with
a built-in or external Wi-Fi card

1. Attached device requirements.

In order to connect to Wi-Fi Network of RUE “Beltelecom” your mobile device should be equipped with a built-in or external wireless network adapter, supporting IEEE 802.11 b,g standard.
2.
Network connections configuration. 

To set up network connection right-click “Network Neighbourhood” and select “Properties” in the list. In the window “Network Connections” select “Wireless Network Connection”, right-click it to go to the option “Properties” again (Figure 1).
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Figure 1.
 “Wireless Network Connection Properties” window will open allowing to configure wireless network adapter. In the “General” tab in the field “This connection uses the following items” select “Internet Protocol (TCP/IP)” and then press “Properties” (Figure 2).
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‘The Tntel PROSet/Wireless Software works in conjunction with Intel
PRO/Wireless Network Connection hardware to connect your notebook or
desktop computer to a wireless LAN.

Intel PROSet/Wireless Software provides the freedom and flexibility to work
and play without hunting for a phone jack, network cable, or plugging in a
special card. Using industry tested compatibility, you can use the software
to easily connect to wireless LAN networks in your home, at the office, or on
the road at hotspots in airports, hotels and coffee shops.+

1. Use Intel PROSet/Wireless as your Wireless Manager
Intel PROSet/Wireless is used to setup, edit and manage network profiles to
connect to a network. It also includes advanced settings such as power
management and channel selection for setting up ad-hoc networks.

If you se Microsoft® Windows® XP Wireless Zero Configuration as your
wireless manager, you can disable it from the Microsoft Windows Wireless
Network tab.

To disable Microsoft Windows XP Wireless Zero Configuration s your
wireless manager.

1. Click Start > Settings > Control Panel.

2. Double-click Network Connections.

3. Right-click Wireless Network Connection

4. Click Properties.

5. Click Wireless Networks.

NOTE: If you can't see the Wireless Networks tab, this possibly means
the Intel PROSet/Wireless utilty has been configured to manage your
wireless network already.

6. Verify that the Use Windows to configure my wireless network
settings is not selected. If it is, clear it.

i Wireless Network Connection Properties (@]

General| Wieless Netwarks | Advanced.
5e Windows to corfigure my wielsss network setings

Avsible networks:

To connect o, disconnect from, o find out more infomation
about wieless networks n rangs, cck the button belon.

View Wisless Networks

Prefered networks:
Automaticall connect to avaiable networks inthe order fsted
belon:

Moveun

Move down

Add Bemove | [ Prgpertes
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7. Click OK. This confirms that the Intel PROSet/Wireless utiity is configured
to manage your network profils.

NOTE (Optional): Check that the Application Settings option Notify when
another application uses the wireless adapter is selected. This option is in
the Intel PROSet/Wireless Main Window, under Tools menus. And it
prompts you when Microsoft Windows XP Wireless Zero Configuration starts
to manage your network profils.



[image: image8.jpg]


[image: image2.png]ireless Network Connection Properties

(oo s oot

Carmctung.
9 10 RO s 20085 Mo

Thisconecion s kg o

% B s i Shorg s owds A
% B0ss poascredim

T
< >

TanisonCokel Petociiemet il The dlod
e et et o ccemunc s
S s roeded ks

) Show oot e vhencovecied
Nty e whn i conncion s ke o cornacily

o ) e ]





Figure 2.

In the opened window “Internet Protocol (TCP/IP) Properties” load settings of IP-address and DNS-server address as illustrated in Figure 3 and press “OK”.
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Figure 3.
3.
Wireless Network Connection.
In the window “Wireless Network Connection Properties” on the “Wireless Networks” tab, enter a check in the box “Use Windows to configure my wireless network settings”. Then on the same tab in the section “Available Networks” click the “View Wireless Networks” button (Figure 4).


Figure 4.


Figure 4.

In the window containing a list of available wireless networks choose byfly WIFI Network and click “Connect” (Figure 5), after that your computer will be connected to the wireless network. 
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Figure 5.
4.
When connection is set, open your browser (for example Internet Explorer), enter the necessary address and wait till the authorization page is downloaded - Weblogin (Figure 6).




Figure 6.
PLEASE NOTE: Should you choose connection to the wireless network             “byfly WIFI” and the message “No or limited connectivity” is displayed in the window containing the list of available wireless network connections, or the authorization page fails to download when entering the necessary address in the browser, it means that the selected network is a private network and is not accessible to third-party subscribers. In that case you should review the list of available networks and choose another network under the name “byfly WIFI”. If the list does not contain the specified networks, please refer to the list of Wi-Fi hotspots available at www.byfly.by and choose an appropriate network.

In the field “Login ID” enter the Login from an access card “xxxxxxxх”.

In the field “Password” enter the password from an access card. 

Control the keyboard format (English) and capitalization (capital and small letters have meaning). 

When the login attributes are entered press “Log in”.

5. 
In case of successful authorization in the browser bar a statistics page will be displayed https://wifi.beltelecom.by:8880/ (Figure 7).

Subscriber: gAzu94Bx@beltel.by
ON inet1h | Logoff
	Service
	Time,

sec.
	Inbound traffic,

byte 
	Outbound traffic,

byte

	inet1h
	9
	6347
	5351


Figure 7.
It is recommended not to close the page until the end of the session. You will be able to control session time and received data volume. 

To finish your session press “Logoff” reference at the top of the page. Please note that, till you press “Logoff”, your cash will be charged off from your card. If you did not manage to press “Logoff” and the statistics window closed, you can open it again at the address https://wifi.beltelecom.by:8880


6.   If you fulfill network connection using any other mobile device different from a personal or laptop computer, all setting information is available in the User’s Guide to the device. The User’s Guide (in Russian) will be provided to you by an equipment supplier.
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This network is configured for open access. Information sent over this network may be visible to others. If you want to connect to this network, click Connect.
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